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Inspection

The Florida Park Service
Department of Environmental Protection

Colt & Smith & Wesson
Revolver Inspection Checklist
Park:_______________________________________________________
Date:_______________________________________________________
Weapon:____________________________________________________
	 Pass
	 Fail
Comments:__________________________________________________
Inspector Name:______________________________________________
	 Safety Supervisor
	 Safety Assistant									       
											         
	

The piece is confirmed to be unloaded.
Your overall first impression is favorable. 						    
The grips fit snugly and are free of cracks, serious chips or splinters.		
The action works smoothly and with definite “clicks”. 				  
The half-cock and safety positions function properly. 				  
The cylinder rotates freely on the half-cock. 					   
The cylinder rotates and locks properly when the hammer is brought 	
smartly to full cock. 									       
There is no excessive longitudinal play to the cylinder nor is there any    	
excessive gap between the cylinder and the barrel. 				  
The bore is in good condition. 							     
There is adequate tension on the mainspring. 					   
The cylinder bushing on Colt’s Revolvers is clean and 				  
functioning properly. 									       
The ejector rod works smoothly and the spring is of the proper tension. 	
The loading gate closes securely on Colt’s Revolvers. 				  
The barrel-catch on S&W revolvers latches securely. 				  
The cylinder pin is held in place securely. 						    
The firing pin is free of burrs and other excessive damage. 			 
Weapon Owner reports no problems in using this firearm.
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